


BRINELL HARDNESS TESTING SYSTEM THI100 ﬁ

150 9001

® High accuracy measurement of Brinell testing impress

@ Store and display images and hardness values by calculating
on computer with special software

® Equipped with advanced CCD device of high sampling resolution

® Standars conforming to: ISO 6506, ASTM E10

(& )

Technical Specification

Measurable diameter
. 2.5mm, 5mm, 10mm .
of indenter Standard Delivery
No.1 lens: 3~6mm ® Sampling probe
Measuring range No.2 lens: 1.5~3mm (lens1 and 3 integrated) 1
No.3 lens: 0.7~1.5mm 9
® Computer (optional portable
Measuring hardness range 8~650HBW model or desk model) 1
] ] ® No.2 lens 1
Max. sampling resolution 0. THRW ® Standard hardness test block 3
Power Monophase, 220V, 50HZ~60Hz, 2A ® Socket ring for connector 1 1
® Socket ring for connector 2 1
Weight Sampling probe: 0.5kg, computer:10~25kg ® Socket ring for connector 3 1
® Encrypted lock 1
Sampling probe: 150 x 70 x 70mm i
Dimension ® Soffware 1
Computer: 400 x 291 x 213mm ©® Cable 1
@ |nstruction manual 1
® TIME Certificate 1
Brinell hardness measurement and storage ® Warranty card 1
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